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model year. The notification must in-
clude a list of engine families the man-
ufacturer has selected to include in the 
testing program. 

(b) Each engine family included in 
the voluntary in-use testing program is 
exempted from the Production Line 
Testing requirements according to 
§ 90.701(c) for two model years, the cur-
rent model year and the subsequent 
model year. Manufacturers may only 
include up to twenty percent of their 
eligible engine families in this in-use 
testing program each model year. 

(c) The manufacturer must randomly 
select or procure a minimum of three 
engines, from each family included in 
the voluntary program, for emissions 
testing. These three engines may be se-
lected or procured from: 

(1) Existing consumer or independ-
ently owned fleets, 

(2) Existing manufacturer owned 
fleets, or 

(3) The production line and placed 
into either manufacturer or consumer 
owned fleets. Although a minimum of 
three engines must be emissions tested 
from each engine family in this testing 
program, a manufacturer may elect to 
emissions test more than three engines 
per family. 

(d) The manufacturer or the manu-
facturer’s designee must: 

(1) Age the selected engines in equip-
ment representing the top 50 percent, 
by production, of available equipment 
for the engine family. 

(2) Age the selected engines to at 
least 75 percent of each engines’ useful 
life as determined pursuant to § 90.105. 

(3) Age the engine/equipment com-
bination in actual field conditions en-
countered with typical use of the 
equipment as described in the owner’s 
manual or other literature sold with 
the equipment or engine. 

(e) Documents obtained in the pro-
curement or aging process must be 
maintained as required in § 90.121. 

(f) The manufacturer must complete 
testing within three calendar years 
from the time they notified the Admin-
istrator of their intent to participate 
in the voluntary in-use testing pro-
gram, unless otherwise approved by the 
Administrator; the Administrator will 
give such approval upon acceptance of 
documentation demonstrating that ap-

propriate in-use testing will take a 
longer period of time. 

§ 90.1204 Maintenance, aging and test-
ing of engines. 

(a) Prior to aging the engines and 
after appropriate stabilization, manu-
facturers may optionally conduct emis-
sions testing on the engines, according 
to the test procedures described in sub-
part E of this part. These tests to serve 
as baseline references. 

(b) Manufacturers must obtain infor-
mation regarding the accumulated 
usage, maintenance, operating condi-
tions, and storage of the test engines. 

(1) The manufacturer may take rea-
sonable measures to assure that the en-
gines and equipment were properly 
used and maintained during the field 
aging process, but additional mainte-
nance to that indicated in the owners 
manual or other literature sold with 
the equipment or engine is prohibited. 

(2) Unless otherwise approved by the 
Administrator, once a manufacturer 
begins aging and/or testing an engine, 
the manufacturer may not remove that 
engine from the selected sample unless 
that engine experiences catastrophic 
mechanical failure or safety concerns 
requiring major engine repair. 

(c) The manufacturer may perform 
minimal set-to-spec maintenance on 
components of a test engine that are 
not subject to parameter adjustment. 
Components subject to parameter ad-
justment must be sealed and 
tamperproof and may not be adjusted 
for testing. Unless otherwise approved 
by the Administrator, maintenance to 
any test engine may include only that 
which is listed in the owner’s instruc-
tions for engines with the amount of 
service and age of the test engine. 

(d) After aging each engine to at 
least 75 percent of the engine’s useful 
life as determined pursuant to § 90.105, 
at least one valid emission test, ac-
cording to the test procedure outlined 
in subpart E of this part, is required for 
each test engine. Data from other 
emission testing or performance test-
ing performed on a test engine must be 
supplied to EPA, and may not be used 
for the purpose of determining the need 
for maintenance on an engine. 
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(e) Documents obtained in the pro-
curement, aging, maintenance, or test-
ing process must be maintained as re-
quired in § 90.121. 

§ 90.1205 In-use test program report-
ing requirements. 

(a) The manufacturer shall submit to 
the Administrator within ninety (90) 
days of completion of testing for a 
given model year’s engines, all emis-
sion testing results generated from the 
voluntary in-use testing program. The 
following information must be reported 
for each test engine: 

(1) Engine family; 
(2) Model; 
(3) Application; 
(4) Engine serial number; 
(5) Date of manufacture; 
(6) Hours of use; 
(7) Date and time of each test at-

tempt; 
(8) Results (if any) of each test at-

tempt; 
(9) Schedules, descriptions and jus-

tifications of all maintenance and/or 
adjustments performed; 

(10) Schedules, descriptions and jus-
tifications of all modifications and/or 
repairs; and 

(11) A listing of any test engines that 
were deleted from the aging process or 
testing process and technical justifica-
tions to support the deletion. 

(b) All testing reports and requests 
for approvals made under this subpart 
shall be addressed to: Manager, Engine 
Compliance Programs Group (6403–J), 
U.S. Environmental Protection Agen-
cy, Washington, DC 20460. 

§ 90.1206 [Reserved] 

§ 90.1207 Entry and access. 
(a) To allow the Administrator to de-

termine whether a manufacturer is 
complying with the provisions under 
this subpart, EPA enforcement officers 
or their authorized representatives, 
upon presentation of credentials, shall 
be permitted entry, during operating 
hours, into any of the following places: 

(1) Any facility where engines under-
go or are undergoing aging, mainte-
nance, repair, preparation for aging, se-
lection for aging or emission testing. 

(2) Any facility where records or doc-
uments related to any of activities de-

scribed in paragraph (a)(1) of this sec-
tion are kept. 

(3) Any facility where any engine 
that is being tested or aged, was tested 
or aged or will be tested or aged is 
present. 

(b) Upon admission to any facility re-
ferred to in paragraph (a) of this sec-
tion, EPA enforcement officers or EPA 
authorized representatives are author-
ized to perform those activities set 
forth in § 90.705 (b) and also to inspect 
and make copies of records related to 
engine aging (service accumulation) 
and maintenance. 

(c) The provisions of § 90.705(c), (d), 
(e), (f) and (g) also apply to entry and 
access under this subpart. 

§§ 90.1208–90.1249 [Reserved] 

PART 91—CONTROL OF EMISSIONS 
FROM MARINE SPARK-IGNITION 
ENGINES 

Subpart A—General 

Sec. 
91.1 Applicability. 
91.2 Applicable date. 
91.3 Definitions. 
91.4 Acronyms and abbreviations. 
91.5 Table and figure numbering; position. 
91.6 Reference materials. 
91.7 Treatment of confidential information. 

Subpart B—Emission Standards and 
Certification Provisions 

91.101 Applicability. 
91.102 Definitions. 
91.103 Averaging, banking, and trading of 

exhaust emission credits. 
91.104 Exhaust emission standards for out-

board and personal watercraft engines. 
91.105 Useful life period, recall, and war-

ranty periods. 
91.106 Certificate of conformity. 
91.107 Application for certification. 
91.108 Certification. 
91.109 Requirement of certification—closed 

crankcase. 
91.110 Requirement of certification—prohib-

ited controls. 
91.111 Requirement of certification—prohi-

bition of defeat devices. 
91.112 Requirement of certification—adjust-

able parameters. 
91.113 Requirement of certification—emis-

sion control information label and engine 
identification number. 

91.114 Requirement of certification—sup-
plying production engines upon request. 
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